
Item SWG5E-7/32 SWG5E-11/16      SWG5E-22/32

Picture

Power Supply 1P+N+PE 3P+N+PE 3P+N+PE

Rated Voltage 90-265V AC 305-456V AC 305-456V AC

Rated Current

Frequency 50/60Hz 50/60Hz 50/60Hz

Output Voltage 90-265V AC 305-456V AC 305-456V AC

Maximum Current 32A 16A 32A

Rated Power 7 kw 11kw 22 kw

Charging Port Type 2 Cable 

Cable Length 5/7/10 M Optional (5m Standard)

Cover Material PC+Siloxane Alloy

LED Indicator Red/Blue/Green

LCD Display 4.3" LCD Display

RFID Reader

Start Mode Plug-in & Charge/RFID Card /APP Optional

Emergency Stop Support

Wifi Support

3G/4G/5G 4G Optional

Ethernet Optional

 (1-32A adjustable)Max 

32A
 (1-32A adjustable)Max 

32A

 (1-16A adjustable)Max 

16A
 (1-16A adjustable)Max 

16A

 (1-32A adjustable)Max 

32A
 (1-32A adjustable)Max 

32A

MIFARE ISO/IEC 14443-AMIFARE ISO/IEC 14443-AMIFARE ISO/IEC 14443-A



Bluetooth Support 

Communication Protocol OCPP1.6J (support upgrade to OCPP2.0 ) Optional

Residual Current Protection Type A+6mA DC (Equal to Type B) / Type A

IP Degree IP55

Impact protection IK08

Multiple Protection

Certification CE &UKCA

Certification Standard

Warranty 2 Years

Installation Wall-Mounting (Column Optional)

Work Temperature -30℃~ 50℃

Storage Temperature -40℃~ 70℃

Work Humidity 5% -95%RH

Work Altitude <2000M

Dimension 380*260*165mm(H*W*D)

Weight 3.9kgs 4.2kgs 5.2kgs

Packing size 53*32*28CM

Gross weight (KGS) 5KGS 5.2KGS 6.5KGS

Optional Color Silver/Dark Grey/Rose Golden

CT DLB Optional 

Standby Power ≤3W ≤6W ≤6W

Over/Under Current Protection , Short Circuit Protection, Ground Protection , 

Surge Protection, Over/Under Voltage Protection, Over/Under Temperature 
Protection

EN IEC 61851-1:2019; EN 62752:2016/A1:2020，EN IEC 61851-21-2:2021;         

              EN IEC 61000-6-1:2019 ，EN IEC 61000-6-3:2021EN IEC 61851-

1:2019; EN 62752:2016/A1:2020，EN IEC 61851-21-2:2021;                       EN 

IEC 61000-6-1:2019 ，EN IEC 61000-6-3:2021

Dynamic Loading 
Balance(DLB)
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